Setbacks and Height Limits

	Table 17.10-A: Setback Standards for R-1 District

	Lot Type
	Front Setback (in feet)
	Rear Setback* (in feet)
	Side Setbacks

	
	
	
	Composite** (both sides)
	Minimum Setbacks (in feet)

	
	
	
	
	Interior Side
	Street Side

	Interior Site
	15
	15
	25% of site width
	3
	N/A 

	Corner Site
	15 
	15
	25% of site width
	3
	5

	Resubdivided Corner Site
	10
	15
	25% of site width
	3
	9

	Double-Frontage Site
	15
	N/A
	25% of site width
	3
	5 (if applicable)


Composite Setback Requirement
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Sideyards setbacks my vory troughout the depth of the I, butshal ot be ess
than 3 feeton fthr side o7 equal o lessthan 25 percent of e lot with an

both sdes. The above cxample shows a varity of setback combination that equol
25 porcent of @ 40 oot wide ot




	Table 17.10-C: Maximum Height Standards

	
	R-1 District
	R-1-BR District
	R-1-PO District

	Number of Stories Allowed
	2
	2
	1*

	Roof Height of First Story (in feet)
	18
	18
	18

	Plate Height of First Story (in feet)
	12
	12
	12

	Roof Height of Second Story (in feet)
	24
	18
	24*

	Plate Height of Second Story (in feet)
	18
	18
	18* 


